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MAN 6110 06.09-E

PRESSURE SAND FILTER
Pressurized sand filters are commonly used
for suspended solids removal from water
and waste water. Manual or automatic
operation of the units is possible. Depending
on the capacity, they can be implemented
as single tank or parallely operated multi
tanks.

Pressurized tanks are designed based upon
working pressure rates and material
thickness are selected based on the these
rates.

Carbon steel filter vessels are coated in
accordance with client request to fulfill needs
of various applications or alternatively they
are manufactured from stainless steel.

Standardized models of filter vessels are
shown in below table. For your different
dimension or capacity vessel needs, please
contact MASS.

Dimensions

A, mm
1000
1150
1300
1450
1600
1750
1900
2200
2500
2800
3000

B, mm
1900
2200
2250
2300
2400
2500
2250
2650
3150
3250
3350

C, mm
1200
1350
1500
1650
1850
2000
2150
2500
2850
3200
3400

D, mm
700
850

1000
1100
1200
1350
1500
1700
1950
2300
2500

T1
T2
T3
T4
T5
T6
T7
T8
T9
T10
T11

Model

0.785
0.903
1.326
1.650
2.009
2.604
2.830
3.799
4.906
6.154
7.065

Effective cross
section area, m2

11
13
19
24
30
39
42
57
73
92

106

Capacity
m3/h

50
65
65
80
80

100
100
125
125
150
150

Piping
diameter, mm

D

B

CA
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